


Technical Specifications and General Descriptions

Key Features and Benefits

*  Superior Quality 

*  Extremely Reliable 

*  Heavy Duty 

*  High Capacity

*  Easily Maintained

1. Width (Overall) Variable (common sizes 30, 33, 36, 40, 42, 45, 54, 60 in.)
2. Length (Overall) Variable (54 in. preferred, min of 42 in.)
3. Height Variable depending on sideguard height
4. Sideguard Heights 9 in., 12 in. and 21 in.
5. Weight 690 lbs. @ 54 in. length with baggage load
6. Bed Width (BG) Variable (common sizes 27, 30, 33, 37, 39, 42, 49, 57 in.)
7. Bed Material 11 ga. hot-rolled steel
8. Sideguard Material 11 ga. hot-rolled steel
9. Belt Width Variable (1 in. less than BG)
10. Belt Length Variable 113.9 in. for 54 long bed
11. Belt Material Black, PVC saturated and encased polyester multifilament, high grip
12. Belt Speed Variable
13. Drive Motor 1.5 HP Electric Clutch/Brake, 3 phase, 460 v, 60 Hz, TEFC
14. Reducer Type TXT ABHS Torque-Arm
15. Drive Belt Type Dual V-Belt
16. Drive Pulley 6.75 in. Diameter pulley, Apex or Trapezoidal pulley optional
17. Tail Pulley 6 in. Diameter flat faced pulley
18. Pulley Shaft Sizes 1.438 in. Diameter, A.I.S.I. 1045 cold-rolled steel ground and polished
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