


Technical Specifications and General Descriptions

Key Features and Benefits

*  Superior Quality 

*  Extremely Reliable

*  Rugged Durability

*  High Capacity

*  Exceptionally Quiet

1. Width (Overall) 29.75 in.

2. Length (Overall) 72 in.
3. Height 30 in. (with 21 in. sideguards)
4. Weight 1900 lbs.
5. Housing Material 11 ga, Hot-rolled steel (with .25 in. x 2 in. hot-rolled steel angle framework)
6. Drive Motor 2 HP Electric Clutch/Brake, 3 phase, 460 v, 60 Hz TEFC
7. Reducer Type WSCXT Torque-Arm Shaft Mount Screw Conveyor Drive
8. Drive Belt Type Kevlar “A” Belt
9. Paddle Width 39 in.
10. Paddle Height 10 in.
11. Paddle Material Aluminum construction with closed cell neoprene pad covered and protected by 

monofilament polyester belting
12. Paddle Stroke 43 in. (maximum reach) 33 in. (midpoint of paddle)
13. Position Sensor Shock Mounted Limit Switch or Inductive Proximity Switch
14. Sort Rate 80 BPM standard
15. Sort Capacity Up to 150 lb. bag
16. Pusher Direction Left or Right Hand available
17. Clearance .50 in. gap between the paddle and conveyor belt
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