
		  Ticket Counter

Ticket Counter/Slider Beds
The bed has a formed steel frame with structural angle 
stiffeners in addition to stainless steel back guards and 
shrouding.  All Ticket Counter slider beds come with 
return rollers to maintain the return belt height.

Bed & Sideguard
The bed is constructed of 11-gauge hot-rolled steel 
and is available at variable bed widths, and includes a 
doubler load plate of 11-gauge hot-rolled steel. The bed 
sections may also include .188 in. structural steel angle 
as reinforcing framework. Back guards are constructed 
of 12-gauge stainless steel and are available in a variety 
of heights. 

Electrical Controls
All G&T Transport Conveyor systems are furnished with a 
wide variety of control features.

Your Complete Source for Baggage Handling Systems and Airport Services

Introduction
G&T’s Ticket Counter Conveyor is a conveyor system 
designed to smoothly and reliably move baggage and 
packages of various shapes and sizes.  It is specifically 
designed to handle outbound baggage and features 
stainless steel trim pieces for an aesthetically appealing 
appearance in public areas.  The rugged, heavy-duty 
design is built and installed to provide a life that exceeds 
industry standards.

G&T’s Heavy Duty Ticket Counter features stainless steel trim 
for an aesthetically appealing appearance in public areas  

*  Superior Quality 

*  Extremely Reliable 

*  Heavy Duty 

*  High Capacity

*  Easily Maintained

Key Features and Benefits



Technical Specifications and General Descriptions

1. Width (Overall) Variable (depending on BG and drive used)
2. Length (Overall) Variable 
3. Height 13.12 in. to top of bed
4. Weight 100 pounds per foot (with baggage load) 60 pounds per foot (without baggage load)
5. Bed Width (BG) Variable (common sizes 27, 33, 37, 39, 49, 57 in.)
6. Bed Material Double plates of 11 ga. hot-rolled steel for ticket counters
7. Stiffener Material .188 in x 1.25 in. x 1.25 in. Structural Steel Angle
8. Stiffener Spacing 30 in. Centers maximum
9. Back Guard Material 12 ga. stainless steel
10. Belt Width Variable (3 in. less than BG)
11. Belt Length Variable
12. Belt Material Black, PVC with frictional surface
13. Belt Speed 90 FPM
14. Return Roller Size 2.50 in. Diameter

SLIDER BED SECTIONS

DRIVE SECTIONS

1. Width (Overall) Variable (depending on BG and drive used)
2. Length (Overall) 72 in.
3. Height 13.12 in.
4. Weight 1000 lbs. (APG with baggage load) 760 pounds (APG without baggage load)
5. Bed Width (BG) Variable (common sizes 27, 33, 37, 39, 49 in.)
6. Bed Material 11 ga. hot-rolled steel with 11 ga. load “filler plate”
7. Stiffener Material .188 in. x 1.25 in. x 1.25 in. structural steel angle
8. Back Guard Material 12 ga. stainless steel
9.  Drive Pulley Size 6.75 or 8.75 in. Diameter pulley.  Apex or Trapezoidal pulley available
10. Take-up Pulley Size 4 in. Diameter pulley. Apex or Trapezoidal pulley available
11. Snub Pulley Size 4 in. Diameter pulley. Flat pulley available
12. End Pulley Size 6 in. Diameter pulley. Apex or Trapezoidal pulley available

Drive Sections
The Drive is a conveyor section that includes a bed, electric motor, gear reducer and 
drive pulleys to drive the conveyor belt. The Drive includes an APG motor/reducer mount 
configuration. There are different pulley sizes available-6.75 and 8.75-inch diameter. 
The Drive Section also includes take-up pulleys and snub pulleys as necessary to add 
adjustability and ensure proper belt engagement on the drive pulley.
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